
Film Developing Times Chart 
L76 1:1 Dilution  

Developing times in minutes 
 

68℉ IS THE IDEAL TEMPERATURE FOR MOST BLACK AND WHITE FILM 

FILMS   68℉ 
  20℃ 

  70℉ 
  21℃ 

  72℉ 
  22℃ 

 75℉ 
 24℃ 
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HP5-Plus             (400) 11 10:30 10 9 

FP4-Plus             (125) 8:30 8 7:30 6:30 

DELTA                (400) 10:30 9 8:30 8 

DELTA                 (100) 12 11 10:30 10 
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TRI-X                   (400) 10 9:30 9 8 

PLUS-X                (125) 7 6:30 6 5 

T-MAX                  (400) 12:30 11 10 9 

T-MAX                  (100) 12 11 10 8:30 
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PREMIUM             (100) 8:30 7:45 6:30  

PREMIUM             (400) 9:45 8:45 7:45  

EDU-ULTRA         (100) 11 8 10  

EDU-ULTRA          (400) 11 12 13  

FUJI 
FILM 

NEOPAN ACROS  (100) 10:30 9:30 8:30  

 

SPECIAL PURPOSE FILM 
KODAK TMAX 3200 & ILFORD DELTA 3200 PROFESSIONAL 

To properly develop special purpose films lookup digitaltruth.com 
digitaltruth.com also provides info on developers other than L-76 

 

 
 

 


